Special Provisions 6
Village of Huntley

the application. The Contractor shall be responsible for all traffic control and signing required
to permit safe travel. All sighing and barricading of the work zone shall comply with MUTCD
guidelines and IDOT standards. The Contractor shall notify the Resident Engineer as to the
streets that are to be treated each day. All support vehicles used shall also have flashing
beacons that can be seen from all sides of the vehicle, for safety considerations for all work
on major arterials. If the Contractor fails to provide the required signing, the Contractor shall
stop all operations until safe signing and barricading is achieved.

. Spreading of Sand or Screenings: Sand or screenings shall be furnished by the contractor.
The contractor shall furnish all equipment, tools, labor and incidentals necessary to perform
the sanding operation in accordance with this contract. Spreading shall consist of applying
free flowing sharp sand, FA2 or limestone screenings to insure even distribution of the sand
or screenings to be worked into any voids in the payment surface as directed by customer
representative. A twin spinner, rubber belt feed system aggregate distributor shall be used
for uniform application. The aggregate distributor shall apply sand or screenings at a rate of
two pounds to four pounds per square yard. Aggregate distributor must be able to carry
enough aggregate to cover an applied load of the rejuvenating agent, at least (9) nine tons.
Repeated sanding may be required on some areas of pavement and contractor must be
available on an as needed basis to provide the required sanding.

O. Resident Notification: The contractor shall distribute by hand, a typed notice to all
residences and businesses on the street to be treated. The notice will be delivered no more
than 24 hours prior to the treatment of the road. The notice will have a local phone number
that residents may call to ask questions. The contractor shall also place the notice on the
windshield of any parked cars on the street

P. Basis of Payment: Asphalt rejuvenating agent shall be measured by the square yard of
material in place and will be paid for at the contract unit price for Maltene Based Asphalt
Rejuvenating Agent per square vyard. Prices shall be full compensation for furnishing all
materials, equipment, labor and incidentals to complete the work as specified and required.

Q. Work Dates: No work shall begin prior to April 18, 2016; all work shall be completed no later
than July 29, 2016.

R. Prevailing Wage Rates: This contract calls for the construction of a "public work," within the
meaning of the lllinois Prevailing Wage Act, 820 ILCS 130/.01et seq. ("the Act"). The Act
requires contractors and subcontractors to pay laborers, workers and mechanics performing
services on public works projects no less than the current "prevailing rate of wages" (hourly
cash wages plus amount for fringe benefits) in the county where the work is performed. The
general prevailing rate of wages in this locality for laborers, mechanics, and other workmen
engaged in the construction of public works coming under the jurisdiction of the Village of
Huntley is defined by ordinance to be the same rate of wages for construction work in the
Kane and McHenry County area as determined by the Department of Labor of the State of
lllinois. The Department publishes the prevailing wage rates on its website at
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